
I actually went out to fix
the mailbox
Sadly it is only temporary. Continued from a previous post…

The mailbox I have it a hollow plastic post attached to a
piece of steel angle iron driven into the ground. Usually,
this time of year, I just have to remove the plastic post and
re-drive the angle iron. Packing the area with stone is alway
helpful. The freeze and thaw cycles, plus the push from the
snow plows just seem to loosen up the area and the mailbox.
Always a spring chore, but usually one that doesn’t take too
long.

Not this year. The angle iron was bent at about a 40 degree
angle. The plastic post was split 1/4 of the way up. So I had
to get a new post. I bought the same kind, so that I could
keep my current mailbox. And then I found out the bad news.
The angle iron was replaced with a wooden stake. The bolt used
to attach it was replace with 4 wood screws. The tools needed
list on the outside of the box did not include the drill
needed to start the holes for the wood screws or the necessity
of both phillips and flat head screw drivers. Hmmm. I have
other things to do today, so some of this would have to wait.

I drove the wooden stake in the ground (note self— get a
bigger post) and then I attached the old post and mail box
with a couple of the wood screws. I’ll be back out there the
next nice day to drive in a new wood post (treated lumber
maybe) and the new mailbox holding plastic post.

Didn’t I just have a discussion with friends on buying things
that didn’t contain the proper tool list? Oh well it should
hold up through Monday’s mail.
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Fixing the mailbox
It seems like every winter I need to fix the mailbox. The
force of the plowed snow seems to bend it backwards and loosen
the very stone it is set in. I realize that I could have
gotten one that needed a 4×4 post to set it up, but I settled
for one that allowed a spike to be driven into the ground. For
a couple of years it worked too. But after it got pushed back
during one heavy snow fall, it was never the same.

I guess I should see if there are any new improvements to the
mailbox selection. I’m not really set on getting one that
needs a big post. I’ve seen too many of those not move and
have the whole mailbox destroyed by the plowed snow. Hmm… This
year, I think I will just get a fencepost and drive it into
the ground next to my old box. I can then attach my mailbox to
this new post. It may not last forever, but maybe it will last
until next winter. I guess I really need to wait until the
ground is completely thawed out don’t I. That is good news,
one less thing I have to worry about today. �
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